TREE PROTECTION AND LANDSCAPE SET
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SITE INFO

PARCEL NO: 342406-9301
PROPERTY AREA: 54,450 SQ FT (1.25 AC)
ZONING: SF-S (SINGLE-FAMILY SUBURBAN)

SHEET INDEX

L-1: LANDSCAPE COVER SHEET
L-2: TREE PROTECTION PLAN
L-3: LANDSCAPE PLAN

L-4: LANDSCAPE DETAILS
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TREE PROTECTION AND LANDSCAPE SET
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LEGEND

% EXISTING EVERGREEN TREE TO BE RETAINED

S49°35'57"W

@ EXISTING DECIDUOUS TREE TO BE RETAINED

REVISIONS
DESCRIPTION

% EXISTING EVERGREEN TREE TO BE REMOVED

@ EXISTING DECIDUOUS TREE TO BE REMOVED
TREE PROTECTION FENCE
L
TREE RETENTION =
PER 18.12.1385, 30% OF THE TOTAL D.B.H. OF ALL SIGNIFICANT TREES IN DEVELOPABLE SITE AREA S
SHALL BE RETAINED =
A 'SIGNIFICANT TREE' IS ANY TREE SPECIES >6" CALIPER D.B.H. OR AN ALDER OR COTTONWOOD

TREE >8" CALIPER D.B.H. )
TOTAL CALIPER INCHES D.B.H. OF SIGNIFICANT TREES ONSITE = 540 @@@
540 x 30% = 162 CALIPER INCHES REQUIRED TO BE RETAINED = =
217 EXISTING CALIPER INCHES PROPOSED TO BE RETAINED
TREE #1, 42" DOUGLAS FIR,
TREE #2, 38" DOUGLAS FIR, STATE OF
TREE #3, 62" WESTERN RED CEDAR, WASHINGTO
TREE #12, 16" BIG LEAF MAPLE,
TREE #14, 8" BLACK HAWTHORN,
TREE #15, 10" RED ALDER,
TREE #16, 8" HAZELNUT,
TREE #17, 7" BLACK HAWTHORN, JEFF M. VARLEY
TREE #18, 7" BLACK HAWTHORN, CERTIFICATE No. 774
TREE #19, 7" RED ALDER,
TREE #24, 12" BITTER CHERRY,

MINIMUM 162 CALIPER INCHES REQUIRED TO BE RETAINED.
217 CALIPER INCHES PROPOSED TO BE RETAINED
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JOB NUMBER:
/ DRAWING NAME:

/ DESIGNER: JIMV
g DRAFTING BY: IMV
DATE: 12.3.22

SCALE: AS SHOWN

JURISDICTION: _ ISSAQUAH
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TREE PROTECTION AND LANDSCAPE SET
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- PLANT SCHEDULE -
. v SYMBOL BOTANICAL / COMMON NAMES CONDITION  SPACING  QUANTITY  REMARKS
TREES:
CARPINUS CAROLIANA* / 2" CALIPER | AS SHOWN 2 NURSERY GROWN,
AMERICAN HORNBEAM B & B UN-CUT LEADER,

*18.12.140.G: 10'-12" ht. at time of installation. Hornbeam is
'medium'’ size tree. To be installed 30' on-center. See City
of Issaquah standard detail this set

GROUNDCOVER:
LAWN

D
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FRONT STREET SHORT PLAT
FRONT STREET SOUTH, ISSAQUAH 98027
LANDSCAPE PLAN

JOB_NUMBER:
DRAWING_NAME:

DESIGNER: MV
DRAFTING BY: MV
DATE: 12.3.22
SCALE: AS SHOWN
JURISDICTION: ___ISSAQUAH
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TREE PROTECTION AND LANDSCAPE SET

METAL FENCE POST STAKING. STAKE
PERPENDICULAR TO THE DOMINATE WIND
DIRECTION. 3 STAKES REQUIRED ON TREES 3"
OR LARGER.

DRIVE STAKES 1° INTO UNDISTURBED SOIL
GUY ATTACHMENTS: INTERLOCKING PLASTIC
TREE TIES. GUYS NOT TAUT

REVISIONS
DESCRIPTION

i /__'-_
3=
s o BOTTOM OF TRUNK FLARE SHALL BE SLIGHTLY TRANSIT TRUNK GUARDS: REMOVE
== o= HIGHER THAN THE SURROUNDING FINISH GRADE. IMMEDIATELY AFTER PLANTING "
~ = EXPOSE TOP OF ROOT CROWN. =
ARBOR GUARD
(REQUIRED IF IN A o
n— CURE 3 MIN LAWN) =
AN
SIDEWALK GUTTER
2" TO 4° OF WOODY MULCH: AGED WOOD
- — CHIPS, SHREDDED BARK, OR SIMILAR MULCH.
Ciiiad [-] [.:' R NO MULCH WITHIN 6" RADIUS OF TRUNK. @
" ———r CUT AND REMOVE ALL TIES AND
| IR § [ e SURFACE FERTILIZE ONLY. BURLAP, CUT AND REMOVE CIRCLING @éé
. | OR GIRDLING ROOTS. REMOVE WIRE
5' MIN. { BASKET, BURLAP, ETC.
PLANTING STRIP ROOT BARRIER (TYP.)
| PUBLIC RIGHT OF WAY— WIDTH VARIES 1 MOUNDED STATE OF
ROOT BALL DIAM / MULCH RING WASHINGTO
NOTES: £ R 5 s : 2
1. TREE SPACING IS DEPENDANT ON THE SIZE AND TYPE OF STREET TREE USED. SEE CONTRACT FOR SPACING. R S Sy SRR SRS £
2. TREES SHALL NOT BE PLACED IN SIGHT DISTANCE TRIANGLES PER MOST CURRENT VERSION OF AMERICAN ASSOCIATION OF STATE RN :
HIGHWAY AND TRANSPORTATION OFFICIALS (AASHTO) OR CITY STANDARDS NAX \\\Q AR
3. COORDINATE WITH TRAFFIC SIGNAL ENGINEER SO THAT TREES DO NOT OBSTRUCT OPERATIONS OF TRAFFIC SIGNAL SYSTEMS 4//// 7, o A y
4. PLANTING STRIP IRRIGATION SYSTEMS SHALL MEET IRRIGATION STANDARD AND INCORPORATE LATEST WATER CONSERVATION A AR AR AARARARRAN NN N JEFF M. VARLEY
TECHNIQUES. NI AN 2 CERTIFICATE No. 774
5. STREET TREES SHALL HAVE A MINIMUM OVERMEAD CLEARANCE OF SEVEN (7) FEET OVER PEDESTRIAN PATHWAYS AND FOURTEEN "/‘:S/‘i\/i\/ NG QY
(14) FEET OVER STREETS. STREET TREES SHALL BE CENTERED A MINIMUM OF THIRTY (30) FEET FROM INTERSECTIONS, TWENTY NN <
(20) FEET FROM STREET LIGHTS, THREE (3) FEET FROM CURBS AND TWO (2) FEET FROM SIDEWALKS OR AS OTHERWISE APPROVED b, //\.\,/:\ ” \_
BY THE CITY ) /\ LOOSENED NATIVE SOIL
6. STREET TREES SHALL BE PLANTED IN A PLANTING STRIP WITH A MINIMUM OF FIVE (5) FEET BETWEEN THE SIDEWALK AND THE
BACK OF THE CURB
7. TREE PIT AREA SHALL BE A MINIMUM OF 24 SQUARE FEET. TOPSOIL WITH FIRM SOIL AROUND BALL; DO NOT
8. ROOT BARRIER SHALL EXTEND A MINIMUM OF S FEET BEYOND TREE (REFER TO MANUFACTURERS DETAIL). TAMP. EXPAND BEYOND PLANTING PIT AS
SHOWN WHEN NO TOPSOIL IS PRESENT. :
WATER THOROUGHLY TO ELIMINATE AIR POCKETS, \\ PLANTING BASE OF
SETTLING, AND TO SOAK THE BALL AND THE PLANTING HOLE DIAMETER "\_ UNDISTURBED OR COMPACTED
SURROUNDING SOIL. SHALL BE AT LEAST 3 TIMES TOP SOIL TO SUPPORT ROOT
THE ROOT BALL DIAMETER BALL AND REDUCE SETTLING
APPROVED | DEPT. DATE APPROVED | DEPT. DATE
NOTES:
. 1. TREE LOCATION TO BE VERIFIED NOT TO CONFLICT WITH
Bk 65 TERLS SF CHREEAES NO SCALE g:ggnggggwo UTILITIES A MIN. OF 3 FT CLEAR ZONE NO SCALE
STANDARD Back to Table of Contents STANDARD
TYPICAL STREET TREE DETAIL NO. DETAIL NO.
LOCATION REQUIREMENTS L-03 TREE PLANTING DETAIL L-01
["UBL]C "“I()R"ﬁ DEP‘\R’IhlENT NOTE: THE ORIGINAL IS APPROVED FOR PUBLICATION BY PARKS DEPARTMENT AND FILED AT THE CITY ‘.”HI‘IC “'ORKS I’El"RT'\IF‘W NOTE: THF ORIGINAL IS APPROVED FOR PURLICATION BY PARKS DEPARTMENT AND FILED AT THE CITY
APRIL 2010 (OF ISSAQUAH PUBLIC WORKS ENGINEERING OFFICE REV: APRIL 2010 OF ISSAQUAM PUBLIC WORKS ENGINFERING OFFICE .
SOD OR SEED LAWN
%66&666&56W MULCH LAYER
1 : FINISH GRADE AT
& | TOP 4:1 SLOPE MAXIMUM TOPSOIL AS SPECIFIED N
| 1 2% SLOPE MINIMUM AN
* B | 12" o
2 CURB PER CIVIL FINISH GRADE AT I_ o
e 3:1 SLOPE MAXIMUM
1 VA A DRAWINGS (WALK >
. NN R 10:1 SLOPE MINIMUM
/\ YA SIMILAR)
4" A A /// \/\ P ¥ Y VAN AT AT AT AV AT AVAVAVAYATAY, PREPARED SUBGRADE _I I
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AANMANY 22 GROUNDCOVER PLANTING A < (0))]
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TOP_SOIL REQUIREMENTS 020%090202020%20%20%262020%0%0 SIDEWALK
FOR_LAWNS L°n°n9n°ﬂ°n°n°~°n°n°o°n°n°ng§ LAWN CONDITION ~ MULCH CONDITION (CURB SIMILAR) L 8 O
TOP | SOIL ; I ] I E
PLANTER SECTION DETAIL X N @)
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TOP SOIL REQUIREMENTS FOR TREE
AND SHRUB BEDS
JOB NUMBER:
NOTES. DRAWING NAME:
DESIGNER: JMV
1) ALL PLANT MATERIALS TO MEET THE AMERICAN STANDARD FOR :
APPROVED _ DEPT. DATE NURSERY STOCK, ANSI Z80.1-1900 OR MOST CURRENT VERSION. DRAFTING BY: JMV
2) PLANT, MAINTAIN AND WARRANTY AS PER SPECIAL PROVISIONS. DATE: 12.3.22
NOT nr PECIES WITHOUT ENGINEER APPROVAL.
3) DO NOT SUBSTITUE SPECIES OUT ENGINEE OVAL SCALE: AS SHOWN
Back to Table of Contents NO SCALE JURISDICTION: ISSAQUAH
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